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that the requirements of this section
are satisfied.

(0) The owner or operator must main-
tain, as part of the facility operating
log, documentation of past operating
and waste handling practices. This
must include identification of preserv-
ative formulations used in the past, a
description of drippage management
practices, and a description of treated
wood storage and handling practices.

[66 FR 30196, July 1, 1991, as amended at 57
FR 5861, Feb. 18, 1992; 57 FR 61503, Dec. 24,
1992; 71 FR 16907, Apr. 4, 2006; 71 FR 40274,
July 14, 2006]

§264.574 Inspections.

(a) During construction or installa-
tion, liners and cover systems (e.g.,
membranes, sheets, or coatings) must
be inspected for uniformity, damage
and imperfections (e.g., holes, cracks,
thin spots, or foreign materials). Im-
mediately after construction or instal-
lation, liners must be inspected and
certified as meeting the requirements
in §264.573 of this subpart by a qualified
Professional Engineer. This certifi-
cation must be maintained at the facil-
ity as part of the facility operating
record. After installation, liners and
covers must be inspected to ensure
tight seams and joints and the absence
of tears, punctures, or blisters.

(b) While a drip pad is in operation, it
must be inspected weekly and after
storms to detect evidence of any of the
following:

(1) Deterioration, malfunctions or
improper operation of run-on and run-
off control systems;

(2) The presence of leakage in and
proper functioning of leak detection
system.

(3) Deterioration or cracking of the
drip pad surface.

NOTE: See §264.573(m) for remedial action
required if deterioration or leakage is
detected.

[66 FR 30196, July 1, 1991, as amended at 71
FR 16907, Apr. 4, 2006]

§264.575 Closure.

(a) At closure, the owner or operator
must remove or decontaminate all
waste residues, contaminated contain-
ment system components (pad, liners,
etc.), contaminated subsoils, and struc-

§264.575

tures and equipment contaminated
with waste and leakage, and manage
them as hazardous waste.

(b) If, after removing or decontami-
nating all residues and making all rea-
sonable efforts to effect removal or de-
contamination of contaminated compo-
nents, subsoils, structures, and equip-
ment as required in paragraph (a) of
this section, the owner or operator
finds that not all contaminated sub-
soils can be practicably removed or de-
contaminated, he must close the facil-
ity and perform post-closure care in ac-
cordance with closure and post-closure
care requirements that apply to land-
fills (§264.310). For permitted units, the
requirement to have a permit con-
tinues throughout the post-closure pe-
riod. In addition, for the purpose of clo-
sure, post-closure, and financial re-
sponsibility, such a drip pad is then
considered to be landfill, and the owner
or operator must meet all of the re-
quirements for landfills specified in
subparts G and H of this part.

(c)(1) The owner or operator of an ex-
isting drip pad, as defined in §264.570 of
this subpart, that does not comply with
the liner requirements of §264.573(b)(1)
must:

(i) Include in the closure plan for the
drip pad under §264.112 both a plan for
complying with paragraph (a) of this
section and a contingent plan for com-
plying with paragraph (b) of this sec-
tion in case not all contaminated sub-
soils can be practicably removed at
closure; and

(ii) Prepare a contingent post-closure
plan under §264.118 of this part for com-
plying with paragraph (b) of this sec-
tion in case not all contaminated sub-
soils can be practicably removed at
closure.

(2) The cost estimates calculated
under §§264.112 and 264.144 of this part
for closure and post-closure care of a
drip pad subject to this paragraph must
include the cost of complying with the
contingent closure plan and the contin-
gent post-closure plan, but are not re-
quired to include the cost of expected
closure under paragraph (a) of this
section.
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